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IP GATE SWITCH

Weather Rating Din Rail IP20

Weather Rating Outdoor encloser IP67

Relay Type N/O, N/C & COM
Switching Socket (Relay) 3A
Relay pulse time 0.3 sec - 4 sec
Working frequency WIFI (b/g/n) 2.4Ghz
Network topology Wireless Communication
Charging block 8-36V AC/DC

DETAILS

• Add multiple devices to one app.
• Activate relay via app.
• Share devices with other users.
• Change device icon/animation to suit 

customers use.
• Adjust relay activation time.

Elevate your connectivity with our user-friendly 
IP solution. Choose between Din Rail or iGate 
Enclosure mounting for adaptability. Connecting 
seamlessly to 2.4GHz WiFi networks, this compact 
device ensures clutter-free spaces with a range 
of up to 50+ meters (depending on router location 
& obstructions). Simplify your setup and enhance 
performance with our compact and versatile WiFi 
Connectivity Solution.

Available as an 
outdoor install via 
i-Gate enclosure or 
Din Rail installed 
into the gate motor.

An innovative IP Switch for gates, barriers and doors!

Features:

Plus, more features coming soon.

*App visuals may very.

Control at your fingertips through our 
app, ensuring seamless and convenient 
operation.



One relay WiFi gate & garage door 
opener in IP rated enclosure for 
outside install.

One relay WiFi gate & garage door 
opener for enclosure install.
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